
We’re the industry leader for a reason: it begins with our people and our patents. 

Innovation and pride run deep in everything we make, and we have over 127 U.S. 

patents to our credit; no other winch company can make such a claim. Not even close. 

For over 70 years the small army of engineers, technicians and machinists who design, 

test and patent our products are the very same people who use them, right here in the 

rugged Pacific Northwest.

Our work is backed by legendary WARN quality, service and support and lives up to the 

highest standards of the world’s top vehicle manufactures and military suppliers. Our 

partners and customers choose WARN because we stand behind everything we make. 

When they go with Warn, they go prepared. 

WE STAND BEHIND EVERYTHING WE MAKE.



The ZEON Premium Series Winch is a lifeline for 4-wheelers who are o� the grid and days away from help, where 

all they’ve got is themselves, their skills and their gear. Everyone knows that the world’s toughest trails are littered 

with the pain and the misery of unreliable partners.

IT TURNS A BUMPER INTO A RELIABLE PARTNER

WARN PREMIUM SERIES WINCHES



ZEON Multi-Mount Winch 
Mounting System
For those looking for added versatility with their 
winch, the WARN Multi-Mount system allows you to 
have a winch on the front or rear of the vehicle for 
maximum flexibility. Simply add the receiver to the 
front of the vehicle, and the Quick Connect wiring to 
the rear, and you’re ready to go.

WARN ZEON
Advanced, Capable, and Strong 
The WARN ZEON continues to redefine winching. ZEON is the premium winch line 

for trucks, Jeeps, and SUVs, and provides unmatched durability, performance, and 

style. These winches have become top sellers for a good reason: They’ve been the 

top choice of editors and o�-roaders worldwide, and look as good as they perform. 
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•   Automotive-grade busbars replace unsightly 
wires for greater electrical efficiency, superior 
connection, and a cleaner look

•   Full metal armor protects vital components  
from impact and damage

•   Twice the corrosion resistance of entry-level 
winches; rated to 408 hours in rigorous  
salt-spray tests

•   33 ft/min no-load line speed—22% faster  
than our Standard Duty winches

•   Full IP68 waterproofing to keep water and  
the elements out

•   Large diameter drum for longer rope life;  
unique and durable rope attachment point

•   Convertible control pack for upright or  
low-profile mounting options

•   Available in 8,000, 10,000, and 12,000 lb.   
capacities with lightweight, easy-to-handle 
Spydura synthetic rope or durable steel rope

•   Industry-leading warranty:   
Limited lifetime (mechanical components);   
seven year (electrical components)

THREE-STAGE 
PL ANETARY 
GE AR TRAIN 

CONVERTIB LE 
CONTRO L PACK

LARGE DIA METER D RUM 

IP68  RATED 
WATERPROOF SEALING

A LL  T H E PE RF OR MA N C E FE ATUR E S OF F- ROA DE RS  NE E D THE  M OST
89120 ZEON 12  
80’ of 3/8” steel rope and roller fairlead 

90666 (24V) ZEON 12 
Roller fairlead; rope not included

88990 ZEON 10  
80’ of 3/8” steel rope and roller fairlead

90665 (24V) ZEON 10  
Roller fairlead; rope not included

89611 ZEON 10-S  
100’ of 3/8” Spydura synthetic rope and  
polished aluminum hawse fairlead

104179 ZEON 10-S Multi-Mount 
100’ of 3/8” Spydura synthetic rope,  
Multi-Mount carrier, polished aluminum  
hawse fairlead, and Quick Connect wiring

88980 ZEON 8 
 100’ of 5/16” steel rope and roller fairlead

89305 ZEON 8-S  
100’ of 3/8” Spydura synthetic rope and polished 
aluminum hawse fairlead
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Control Pack Relocation Kit 
Hardware and wiring required to mount control box 
remotely from winch.

CLASS-LEADING  
AUTO MATIC CONE BRAK EPN 89970 (Short kit 31”) 

PN 89960 (Long Kit 78”)



ZEON 12 AND 12-S

D I M E N S I O N S

S P E C I F I C A T I O N S

ZEON 10 AND 10-S

D I M E N S I O N S

ZEON 8 AND 8-S

D I M E N S I O N S
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      24.25” (615.9mm)
      10.5” (266.8mm)
      7.84” (199.0mm)
      7.11” (180.6mm)

      10.0” (254.0mm)
      7.14” (181.3mm)
      3.15” (80.0mm)

Mounting bolt pattern: 10.0” x 4.5” (254.0mm x 114.3mm)
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Part numbers: 89120 (ZEON 12), 90666 (ZEON 12, 24V), 
95950 (ZEON 12-S)
Rated line pull: 12,000 lbs. (5443 kg) single-line
Motor: 12V DC, series wound
Electrical controls: Contactor
Remote Control: Remote switch, 12’ (3.7m) Lead
Geartrain: 3-stage planetary
Gear ratio: 216:1
Clutch (freespooling): Rotating ring gear
Brake: Automatic mechanical cone
Drum diameter/Length: 3.15”/9.0” (80mm/229mm)
Rope: ZEON 12: 3/8” x 80’ (9.52mm x 24.38m) steel, 
ZEON 12 (24V): No rope included, ZEON 12-S: 3/8” x 80’ 
(9.52mm x 24.38m) Spydura Pro™ synthetic
Fairlead: ZEON 12: Roller, ZEON 12-S: Aluminum hawse
Recommended Battery: 650 CCA minimum for winching
Battery leads: 2 gauge, 72” (1.83m)
Finish: Satin-black powder coat
Weight: ZEON 12: 103.5 lbs. (47 kg), ZEON 12 (24V):  
82 lbs. (37 kg), ZEON 12-S: 83 lbs. (38 kg)
Warranty: Limited lifetime

S P E C I F I C A T I O N S

Part numbers: 88990 (ZEON 10), 90665 (ZEON 10, 24V), 
89611 (ZEON 10-S)
Rated line pull: 10,000 lbs. (4536 kg) single-line
Motor: 12V DC, series wound
Electrical controls: Contactor
Remote Control: Remote switch, 12’ (3.7m) Lead
Geartrain: 3-stage planetary
Gear ratio: 216:1
Clutch (freespooling): Rotating ring gear
Brake: Automatic mechanical cone
Drum diameter/Length: 3.15”/9.0” (80mm/229mm)
Rope: ZEON 10: 3/8” x 80’ (9.52mm x 24.38m) steel, 
ZEON 10 (24V): No rope included, ZEON 10-S: 3/8” x 100’ 
(9.52mm x 30m) Spydura synthetic
Fairlead: ZEON 10: Roller, ZEON 10-S: Aluminum hawse
Recommended Battery: 650 CCA minimum for winching
Battery leads: 2 gauge, 72” (1.83m)
Finish: Satin-black powder coat
Weight: ZEON 10: 103.5 lbs. (47 kg), ZEON 10 (24V):  
82 lbs. (37 kg), ZEON 10-S: 83 lbs. (38 kg)
Warranty: Limited lifetime

S P E C I F I C A T I O N S

Part numbers: 88980 (ZEON 8), 89305 (ZEON 8-S)
Rated line pull: 8,000 lbs. (3630 kg) single-line
Motor: 12V DC, series wound
Electrical controls: Contactor
Remote Control: Remote switch, 12’ (3.7m) lead
Geartrain: 3-stage planetary
Gear ratio: 162:1
Clutch (freespooling): Rotating ring gear
Brake: Automatic mechanical cone
Drum diameter/Length: 3.15”/9.0” (80mm/229mm)
Rope: ZEON 8, 5/16” x 100’ (8mm x 30.5m) steel 
ZEON 8-S, 3/8” x 100’ (9.5mm x 30.5m) Spydura synthetic
Fairlead: ZEON 8: Roller, ZEON 8-S: Aluminum hawse
Recommended Battery: 650 CCA minimum for winching
Battery leads: 2 gauge, 72” (1.83m)
Finish: Satin-black powder coat
Weight: ZEON 8: 99 lbs. (45 kg),  
ZEON 8-S: 80 lbs. (36 kg)
Warranty: Limited lifetime

1 2V  DC P ER FOR MA NC E SP ECS  (first layer)

Line Pull  Line Speed  Motor Pull by layer:

Lbs. (kg) Ft./min.   Current layer/Lbs. (kg) 
 (M/min.)

0 35 (12.8) 63 amps 1/8000 (3629)
2000 (910) 17.2 (5.2) 167 amps 2/6777 (3074)
4000 (1810) 11.7 (3.6) 255 amps 3/5878 (2666)

6000 (2720) 8.5 (2.6) 335 amps 4/5190 (2354)
8000 (3630) 6.2 (1.9) 413 amps 5/4646 (2107)

1 2V  D C PERF OR MAN CE  S PE CS  (first layer)

Line Pull  Line Speed  Motor Pull by layer:
Lbs. (kg) Ft./min.    Current layer/Lbs. (kg) 
 (M/min.)
0 28.1 (8.6) 67 amps 1/12000 (5440)
2000 (910) 14.2 (4.3) 141 amps 2/9895 (4488)

4000 (1810) 9.3 (2.8) 209 amps 3/8418 (3818)
6000 (2720) 7.8 (2.4) 272 amps 4/7325 (3323)
8000 (3630) 6.4 (2.0) 336 amps 5/6483 (2941)

10000 (4536) 4.3 (1.3) 401 amps
12000 (5440) 3.3 (1.0) 469 amps  

1 2V  DC P ER FO RMA NC E SP ECS  (first layer)

Line Pull  Line Speed  Motor Pull by layer:

Lbs. (kg) Ft./min.    Current layer/Lbs. (kg) 
 (M/min.)

0 33 (10.27) 62 amps 1/10000 (4536)
2000 (910) 14.9 (4.5) 144 amps 2/8246 (3740)
4000 (1810) 11.2 (3.4) 215 amps 3/7015 (3182)

6000 (2720) 8.5 (2.6) 380 amps 4/6104 (2769)
8000 (3630) 6.5 (2.0) 353 amps 5/5402 (2450)
10000 (4536) 4.8 (1.5) 409 amps 

FOR 24V PERFORMANCE SPECS GO TO WARN.COM

DON’T GO IT ALONE
It’s always a best practice to hit the trails with 
another vehicle. While it may sound like common 
sense, if your rig were to break down in the middle 
of nowhere, having another vehicle with you allows 
you to have another way out if things get bad.
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