
Limited Lifetime Warranty for Mechanical Components.

Limited One (1) Year Warranty for Electrical Components.
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Seal Gen2 Series
9,500 - 12,500 - 16,500 lb pulling capacity

Wiring harness with built-in antenna 
designed for quick installation and 
easy wireless operation.

IP66 waterproof transmitter and 
receiver ensure all weather 
protection.

2.4 GHz high frequency device 
features never in-band interference 
within 90’ (27m) radius.

Color LED indicates different 
winching  conditions.
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Optional Wireless Remote:
 (See page 31 for more info)
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• Meets international standards of CE Machinery Directive 2006/42/CE, 

CE Electromagnetic Compatibility Directive 2004/108/EC, and SAE 

J706 Surface Vehicle standard 2003-08 rev.
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Submersible Sealed Contactor
The heavy-duty sealed contactor with silver-alloy contact pads, thick copper buss 
bars and submersible construction ensures weather resistance. It handles high amps 
and allows higher duty cycle. The industrial grade contactor is durable, reliable, and 
high performance.

Safety Warning Notice
The built-in waterproof  receiver in the control box is equipped with a beeping buzzer 
to indicate motor overheating. (Only for Seal Gen2 9.5rs/ 9.5rsi/12.5rs/16.5rs)

Matte black powder-coated finish
Durable matte black powder coat finish keeps the Seal Gen2 Series winches looking 
great through the toughest conditions.

Extreme-duty Seals
Extreme duty, water resistant seals on the motor and gearbox housing joints.

All Sealed High Performance Motor
Heavy duty series wound motor delivers superior torque output and faster line speed. 
A built-in thermal detector automatically sends a warning signal to the “Remote 
Control” when motor is over-heated.

Hardened Steel 3-stage Planetary Gear Train
Rugged and quiet planetary gears for maximum mechanical efficiency.

Automatic, Full Load Cone Brake Structure (CBS)
The U.S. Germany, U.K. France, etc patented brake system automatically holds full 
load without slipping. With CBS, the greater the load on the rope, the greater amount 
of  braking is generated by the mechanism. Furthermore, the braking mechanism 
mounted outside the drum rather than inside the drum expedites heat dispersion and 
also makes this winch ideal for use with synthetic rope.
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Rapid Rope Payout & Clutch Reposition
An ergonomic T-handle positively engages the free spool clutch through multiple 
evenly spaced locking holes. The entire clutch can be rotated to reposition the “T” 
handle in multiple locations, to ease accessibility in various winch mounting positions.

Protective Thermal Sensor
The industrial grade waterproof remote control comes with a thermometric LED 
indicator on the hand-held switch that automatically alerts the operator if  the motor 
begins to overheat, protecting the winch from damage.

Ergonomic Tie Bar
Ergonomic matte black powder-coated die cast aluminum alloy tie bar for increased 
frame strength and better corrosion resistance 

Rope Options 
Available with either wire rope or lightweight, high strength and no water absorption 
synthetic rope. Both ropes are equipped with a hook.

Limited Lifetime Warranty for Mechanical Components.

Limited Three (3) years Warranty for Electrical Components.

Seal Gen2 Series Winch

Limited Lifetime Warranty for Mechanical Components.

Limited Three (3) years Warranty for Electrical Components.

Seal Gen2 Series Winch

AUTOMOTIVE WINCH
COMEUP winches are equipped with a heavy duty motor that delivering superior torque output and faster line speed for severe duty, self-recovery or utility duty 

Automotive applications. The Automotive winches come with the U.S., Germany, U.K., France, etc patented automatic CBS (Cone Brake Structure) that completely holds 

in full load and is easily maintained. Explore and experience the quality of  COMEUP automotive winches that are the best solution for 4x4 Trucks and SUVs. They give 

you power whenever and wherever you need it !



Seal Gen2 16.5s PN 295640 (12V)
(with synthetic rope, hawse fairlead, remote control)
Seal Gen2 16.5rs PN 295660 (12V)
(with wireless remote control, synthetic rope, hawse fairlead, remote control)

AUTOMOTIVE WINCH 11

12,500 LB Electric Winch

Seal Gen2 12.5 / 12.5s / 12.5rs

Seal Gen2 16.5 PN 295620 (12V)
(with wire rope, roller fairlead, remote control)

Note: Roller/Hawse fairlead does not mount to winch

SPECIFICATIONS :
Rated line pull : 16,500 lb (7,484 kg ) single line

Motor : 5.8 hp / 4,325 w, 12V series wound w/thermal protection switch

Gear train & ratio : 3-stage planetary, 343:1

Clutch (freespooling) : Rotating ring gear

Brake (outside the drum) : Automatic, full load CBS (Cone Brake Structure)

Winch construction : Aluminum die cast housings with steel drum

Drum size : 3.5” x 8” (89 mm x 204 mm)

Control : 

Seal Gen2 16.5/16.5s : Waterproof remote with thermometric indicator LED w/17’ (5 m) cord

Seal Gen2 16.5rs : Both built-in digital signal two way wireless remote control and waterproof  

remote with thermometric indicator LED w/17’ (5 m) cord

Rope : 

Seal Gen2 16.5 :  6 × 29 – IWRC, 7/16” x 90’ (11.1 mm x 27.4 m)

Seal Gen2 16.5s/16.5rs : Synthetic rope, 1/2” x 82’ (12.7 mm x 25 m)

Recommended battery : 650 CCA minimum for winching

Battery lead : 6‘ (1.8 m) 2 gauge battery lead

Mounting bolt pattern : 10” x 4.5” (254 mm x 114.3 mm)

                                         10” x 6.5” (254 mm x 165 mm)

Mounting : Foot forward mounting only 

Winch weight (including rope) : 

Seal Gen2 16.5 : 135 lb / 61 kg 

Seal Gen2 16.5s/16.5rs : 106 lb / 48 kg

Gross weight : 

Seal Gen2 16.5 : 169 lb / 76.7 kg

Seal Gen2 16.5s/16.5rs : 134 lb / 60.8 kg

Box dimension, (L x D x H) : 27.2” x 10.6” x 15.9” (690 x 270 x 405 mm)

Remark : * Only foot forward mounting can meet SAE J706

PERFORMANCE DATA :
Line Pull and Rope Capacity

Layer of 
Rope

1st

2nd

3rd

4th

Pull by Layer,
lb / kg

16,500 / 7,484

13,503 / 6,125

11,429 / 5,184

9,908 / 4,494

18.4 / 5.6

40.7 / 12.4

66.9 / 20.4

90.0 / 27.4

17.1 / 5.2

38.1 / 11.6

63.0 / 19.2

82.0 / 25.0

Total Rope on the Drum, ft / m
   Seal Gen2 16.5      Seal Gen2 16.5s/16.5rs

Line Speed and Amp. Draw ( 1st layer of rope on the drum )

Line Speed, fpm / mpm
     Seal Gen2 16.5           Seal Gen2 16.5s/16.5rs

Amp. Draw,
A

12V

18 / 5.5

9.5 / 2.9

7.9 / 2.4

5.9 / 1.8 

4.6 / 1.4

Line Pull
lb / kg

No Load

4,000 / 1,814

8,000 / 3,629

10,000 / 4,536

16,500 / 7,484

12V

18.4 / 5.6

9.8 / 3.0

8.2 / 2.5

6.2 / 1.9

4.6 / 1.4

12V

50

90

180

230

355

DIMENSION in/mm :

4 equally positioned pin holes ensure seamless 
clutch transmission and make it easily rotate by 90° 
Increments. (Seal Gen2 16.5/16.5s/16.5rs)
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Seal Gen2 12.5s PN 295755 (12V) 
(with synthetic rope, hawse fairlead, remote control)
Seal Gen2 12.5rs PN 295795 (12V) 
(with wireless remote control, synthetic rope, hawse fairlead, remote control)SPECIFICATIONS :

Rated line pull : 12,500 lb (5,670 kg) single line

Motor : 5.0 hp / 3,730 w,  12V series wound w/thermal protection switch

Gear train & ratio : 3-stage planetary 225:1

Clutch (freespooling) : Rotating ring gear

Brake (outside the drum) : Automatic, full load CBS (Cone Brake Structure)

Winch construction : Aluminum die cast housings with steel drum

Drum size : 2.5” x 8.9” (63.5 x 227 mm)

Control :

Seal Gen2 12.5 / 12.5s : Waterproof  remote with thermometric indicator LED w/17’ (5 m) cord

Seal Gen2 12.5rs : Both built-in digital signal two way wireless remote control and waterproof 

remote with thermometric indicator LED w/17’ (5 m) cord

Rope : 

Seal Gen2 12.5 : Galvanized aircraft A7 x 19, 3/8” x 82’ (9.5 mm x 25 m)

Seal Gen2 12.5s / 12.5rs : Synthetic rope, 7/16” x 82’ (11 mm x 25 m)

Battery lead : 6’ (1.8 m) 2 gauge battery lead

Mounting bolt pattern : 10.0” x 4.5” (254 x 114 mm) 

Mounting : Foot forward mounting only

Winch weight (including rope) :

Seal Gen2 12.5 : 83.1 lb / 37.7 kg

Seal Gen2 12.5s / 12.5rs : 65.7 lb / 29.8 kg

Gross weight :

Seal Gen2 12.5 : 117 lb / 53 kg

Seal Gen2 12.5s / 12.5rs : 90 lb / 40.8 kg

Box dimension : 26.9” x 8.2” x 16.9” (682 x 209 x 430 mm)

Remark : * Only foot forward mounting can meet SAE J706

DIMENSION in/mm :

16 equally positioned pin holes ensure seamless 
clutch transmission and make it easily rotate by 22.5° 
Increments. (Seal Gen2 12.5/12.5s/12.5rs)

PERFORMANCE DATA :
Line Pull and Rope Capacity

Line Speed and Amp. Draw ( 1st layer of rope on the drum )

Layer of
Rope

1st

2nd

3rd

4th

Pull by Layer,
lb / kg

12,500 / 5,670

9,919 / 4,499

8,221 / 3,729

7,020 / 3,184

Seal Gen2 12.5

17.7 / 5.4

39.7 / 12.1

66.6 / 20.3

82.0 / 25.0

Seal Gen2 12.5s/12.5rs

15.7 / 4.8

35.7 / 10.9

60.7 / 18.5 

82.0 / 25.0

Total Rope on the Drum, ft / m

Line Pull
kg / lb

No Load

2,000 / 907

4,000 / 1,814

6,000 / 2,722

8,000 / 3,629

12,500 / 5,670

Line Speed, fpm / mpm
Seal Gen2 12.5

24.6 / 7.5

11.2 / 3.4

8.2 / 2.5

6.6 / 2.0

5.2 / 1.6

3.0 / 0.9

Seal Gen2 12.5s/12.5rs

25.3 / 7.7

11.2 / 3.4

8.2 / 2.5

6.6 / 2.0

5.6 / 1.7

3.0 / 0.9

Amp. Draw, A
12V

45

75

160

230

300

470

Seal Gen2 12.5 PN 295745 (12V) 
(with wire rope, roller fairlead, remote control)

Note : Roller/Hawse fairlead does not mount to winch

22.5°

16,500 LB Electric Winch

Seal Gen2 16.5 / 16.5s / 16.5rs

* Please verify specific clutch handle clocking requirements with your dealer prior to purchase.Foot Forward Mounting Only
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New functions of the bridge control box 

Cutout Switch 
• The Seal Gen2 9.5i/9.5si models include a cutout switch to 

activate or deactivate the winch.
• The cutout switch on the Seal Gen2 9.5rsi model also deactivates 

the wireless receiver to prevent parasitic draw.

Vehicle Battery Life
The Intelligence Dashboard (IDB) displays 
the condition of your vehicle’s battery.

Cable IN/OUT Direction Indicators 
The green triangle icons on the Intelligence Dashboard (IDB) 
will light sequentially to indicate the rope winding direction.  
The green triangles will turn to red triangles if  the motor is 
over-heating.

Thermal Protection 

Intelligence Dashboard (IDB)  - 
Included On 
Seal Gen2 9.5i /9.5si/9.5rsi Models

Wireless Remote Control Icon - Seal Gen2 9.5rsi 
Only

Wireless Signal Icon
The Intelligence Dashboard (IDB) includes a blue 
wireless signal icon that is continuously 
illuminated to confirm the wireless remote is 
paired with the winch.

Wireless Signal Strength 
The solid green LED on the wireless transmitter 
indicates good signal strength, but a flashing red 
LED indicates a weak signal.

Temperature Warning
The flashing red temperature icon on the 
Intelligence Dashboard (IDB) indicates the motor is 
over-heating.

Handheld Remote Warning The 
two green LED indicators on the 
wired remote control will change to 
red if the motor is over-heating.

Buzzer Warning
The Seal Gen2 9.5rs/9.5rsi/12.5rs/16.5rs models 
include an audible buzzer alarm that alerts if the 
motor is over-heating.

AUTOMOTIVE WINCH12

9,500 LB Electric Winch

Seal Gen2 9.5 / 9.5s / 9.5rs

9,500 LB Electric Winch

Seal Gen2 9.5 PN 295985 (12V) 
(with wire rope, roller fairlead, remote control)

Seal Gen2 9.5s PN 295975 (12V) 
(with synthetic rope, hawse fairlead, remote control)
Seal Gen2 9.5rs PN 295955 (12V) 
(with wireless remote control, synthetic rope, hawse fairlead, remote control)

Note : Roller/Hawse fairlead does not mount to winch

PERFORMANCE DATA :
Line Pull and Rope Capacity

Layer of 
Rope

1st

2nd

3rd

4th

Pull by Layer,
lb  / kg

9,500 / 4,309

7,655 / 3,472

6,410 / 2,908

5,514 / 2,501

Seal Gen2 9.5

19.1 / 5.8

42.9 / 13.1

71.2 / 21.7

100 / 30.5

Seal Gen2 9.5s/9.5rs

16.7 / 5.1

38.4 / 11.7

64.6 / 19.7

100 / 30.5

Total Rope on the Drum, ft / m

Line Speed and Amp. Draw ( 1st layer of  rope on the drum )

Line Pull
lb / kg

No Load

2,000 / 907

4,000 / 1,814

6,000 / 2,722

8,000 / 3,629

9,500 / 4,309

Line Speed, fpm / mpm
 Seal Gen2 9.5

47.6 / 14.5

15.2 / 4.7

11.5 / 3.5

9.2 / 2.8

7.6 / 2.3

6.8 / 2.1

Seal Gen2 9.5s/9.5rs

48.6 / 14.8

15.7 / 4.8

11.8 / 3.6

9.2 / 2.8

7.6 / 2.3

7.2 / 2.2

Amp. Draw, A
12V

60

115

210

245

280

380

SPECIFICATIONS :
Rated line pull : 9,500 lb (4,309 kg) single line

Motor : 5.0 hp / 3,730 w, 12V series wound w/thermal protection switch

Gear train & ratio : 3-stage planetary 159:1

Clutch (freespooling) : Rotating ring gear

Brake (outside the drum) : Automatic, full load CBS (Cone Brake Structure)

Winch construction : Aluminum die cast housings with steel drum 

Drum size : 2.5” x 8.9” (63.5 x 227 mm)

Control : 

Seal Gen2 9.5/9.5s : Waterproof  remote with thermometric indicator LED w/17’ (5 m) cord

Seal Gen2 9.5rs : Both built-in digital signal two way wireless remote control and waterproof  

remote with thermometric indicator LED w/17’ (5 m) cord

Rope : 

Seal Gen2 9.5 : Galvanized aircraft A7 x 19, 11/32” x 100’ (8.7 mm x 30.5 m)

Seal Gen2 9.5s / 9.5rs : Synthetic rope, 3/8” x 100’ (10 mm x 30.5 m)

Recommended battery : 650 CCA minimum for winching

Battery lead : 6’ (1.8 m) 2 gauge battery lead

Mounting bolt pattern : 10” x 4.5” (254 x 114 mm)

Winch weight (including rope) :

Seal Gen2 9.5 : 79.8 lb / 36.2 kg 

Seal Gen2 9.5s / 9.5rs : 62.8 lb / 28.5 kg 

Gross weight :

Seal Gen2 9.5 : 113 lb / 51.3 kg

Seal Gen2 9.5s/9.5rs : 88 lb  / 40 kg

Box dimension : 26.9” x 8.2” x 16.9” (682 x 209 x 430 mm)

DIMENSION in/mm :

16 equally positioned pin holes ensure seamless clutch transmission and 
make it easily rotate by 22.5° Increments. Seal Gen2 9.5/9.5s/9.5rs)

22.5°22.5°

22.5°

* Please verify specific clutch handle clocking requirements with your dealer prior to purchase.
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DV Series
6,000 - 9,000 - 12,000 - 15,000 - 18,000 lb pulling capacity

Automatic, Full Load Cone Brake Structure (CBS)
The U.S. Germany, U.K. France, etc patented brake system automatically holds full 
load without slipping. With CBS, the greater the load on the rope, the greater 
amount of braking is generated by the mechanism. Furthermore, the braking 
mechanism mounted outside the drum rather than inside the drum expedites heat 
dispersion and also makes this winch ideal for use with synthetic rope.

Protective Thermal Sensor LED
The industrial grade waterproof  remote control comes with a thermometric LED 
indicator on the hand-held switch that automatically alerts the operator if  the motor 
begins to overheat, protecting the winch from damage.

6

7

Submersible Sealed Contactor
The heavy-duty sealed contactor with silver-alloy contact pads, thick copper buss bars 
and submersible construction ensures weather resistance. It handles high amps and 
allows higher duty cycle. The industrial grade contactor is durable, reliable, and high 
performance.

Extreme Durable Motor
Heavy duty series wound motor delivers superior torque output and faster line speed.

Aluminum Alloy Housings
Tough die cast aluminum alloy housings can withstand forces greater than 2 times the 
winch’s rated capacity.

Hardened Steel 3-stage Planetary Gear Train
Rugged and quiet planetary gears for maximum mechanical.

Rapid Rope Payout & Clutch Reposition
An ergonomic T-handle positively engages the free spool clutch through multiple 
evenly spaced locking holes. The entire clutch can be rotated to reposition the “T” 
handle in multiple locations to ease accessibility in various winch mounting positions.
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• Meets international standards of CE Machinery Directive 2006/42/CE, CE Electromagnetic
  Compatibility Directive 2004/108/EC, and SAE J706 Surface Vehicle standard 2003-08 rev.
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Limited Lifetime Warranty for Mechanical Components.

Limited One (1) Year Warranty for Electrical Components.

Seal Gen2 9.5si PN 295855 (12V) 
(with synthetic rope, hawse fairlead, remote control)
Seal Gen2 9.5rsi  PN 295885 (12V) 
(with wireless remote control, synthetic rope, hawse fairlead, remote control)

SPECIFICATIONS :
Rated line pull : 9,500 lb (4,309 kg) single line

Motor : 5.0 hp / 3,730 w, 12V series wound w/thermal protection switch

Gear train & ratio : 3-stage planetary 159:1

Clutch (freespooling) : Rotating ring gear

Brake (outside the drum) : Automatic, full load CBS (Cone Brake Structure)

Winch construction : Aluminum die cast housings with steel drum 

Drum size : 2.5” x 8.9” (63.5 x 227 mm)

Control :

Seal Gen2 9.5i/9.5si : Waterproof  remote with thermometric indicator LED w/17’ (5 m) cord

Seal Gen2 9.5rsi : Both built-in digital signal two way wireless remote control and waterproof 

remote with thermometric indicator LED w/17’ (5 m) cord

Rope : 

Seal Gen2 9.5i : Galvanized aircraft A7 x 19, 11/32” x 100’ (8.7 mm x 30.5 m)

Seal Gen2 9.5si / 9.5rsi : Synthetic rope, 3/8” x 100’ (10 mm x 30.5 m)

Recommended battery : 650 CCA minimum for winching

Battery lead : 6’ (1.8 m) 2 gauge battery lead

Mounting bolt pattern : 10” x 4.5” (254 x 114 mm)

Winch weight (including rope) :

Seal Gen2 9.5i : 85 lb / 38.5 kg

Seal Gen2 9.5si/9.5rsi : 79.8 lb  / 36.2 kg

Gross weight :

Seal Gen2 9.5i : 116 lb / 52.6 kg

Seal Gen2 9.5si/9.5rsi : 90 lb  / 40.8 kg

Box dimension : 26.9” x 8.2” x 16.9” (682 x 209 x 430 mm)

DIMENSION in/mm :

16 equally positioned pin holes ensure seamless clutch transmission and 
make it easily rotate by 22.5° Increments. (Seal Gen2 9.5i/9.5si/9.5rsi)

PERFORMANCE DATA :
Line Pull and Rope Capacity

Layer of 
Rope

1st

2nd

3rd

4th

Pull by Layer,
lb / kg

9,500 / 4,309

7,655 / 3,472

6,410 / 2,908

5,514 / 2,501

Seal Gen2 9.5i

19.1 / 5.8

42.9 / 13.1

71.2 / 21.7

100 / 30.5

Seal Gen2 9.5si/9.5rsi

16.7 / 5.1

38.4 / 11.7

64.6 / 19.7

100 / 30.5

Total Rope on the Drum, ft / m

Line Speed and Amp. Draw ( 1st layer of rope on the drum )

Line Pull
lb / kg

No Load

2,000 / 907

4,000 / 1,814

6,000 / 2,722

8,000 / 3,629

9,500 / 4,309

Line Speed, fpm / mpm
Seal Gen2 9.5i

47.6 / 14.5

15.2 / 4.7

11.5 / 3.5

9.2 / 2.8

7.6 / 2.3

6.8 / 2.1

Seal Gen2 9.5si/9.5rsi

48.6 / 14.8

15.7 / 4.8

11.8 / 3.6

9.2 / 2.8

7.6 / 2.3

7.2 / 2.2

Amp. Draw, A
12V

60

115

210

245

280

380

Seal Gen2 9.5i PN 295995 (12V) 
(with wire rope, roller fairlead, remote control)

Note : Roller/Hawse fairlead does not mount to winch

22.5°22.5°

22.5°

AUTOMOTIVE WINCH14

9,500 LB Electric Winch

Seal Gen2 9.5i / 9.5si / 9.5rsi
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